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ADO LIGHTS
LED. To the point. Spot. In line. Lines. Light in the dark. Church. Consumer paradise. 

Museums. Inside. Outside. Living. Working. Field of vision. Pioneering. Unobtrusive. 

Flexible. Robust. Gentle. B2B. Private. Experience. Excellence. ADO Lights.

The Idea:

ADO Lights stands for success – and democracy. Because ADO Lights is the sum 

of years of experience. However, sharing knowledge is the credo of the 21st century.

Initially, our engineers developed individual LED solutions in the in-house light laborato-

ry. These were used to illuminate architectural showpieces. Or exceptional works of art. 

The results were so convincing that the next idea was born: Making the existing know-

how available to as many users as possible. This resulted in a portfolio comprising a 

variety of very different luminaires. All of them are based on state-of-the-art, proven 

technology. But one of the best features is that they are available in series.

This portfolio is an offer to builders, light planers and private aesthetes. Luminaires from 

ADO Lights can be used to provide effective illumination for any building structure. In-

cluding interior spaces, entrance areas, alcoves, glass display cabinets, work spaces 

or quiet zones. We can provide answers to any question. And the appropriate product.

Made in Germany
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EXTRACT

APS Architects | Singapore

ARAG Insurance | Düsseldorf

Arup Lichtdesign | Amsterdam, Berlin, London, Singapore

Ateliers Jean Nouvel | Paris

ag Licht | Bonn

Bahaa Ghorab, SSPD Project developer | Abu Dhabi/VAE

BDP Architects | London

BMW Hans Brandenburg | Düsseldorf

British Museum | London

Capricorn Development | Düsseldorf

Cartier | Paris

Costa Lopes Arquitectos | Lisbon, Angola

Daniel Libeskind Architects | New York, Zurich

Delta Lighting Design | Dubai

Development Partner Projects | Düsseldorf

die developer projects | Düsseldorf

DPA Lighting Design | London, Oxford

Foster & Partners Architects | London

Gabriele Allendorf Lichtdesign | Munich

gmp Architekten – Gerkan, Marg + Partner | Hamburg

Hadi Teherani Designer & Architekten | Hamburg

Henning Larsen Architects | Copenhagen

Hermann & Valentiny | Luxemburg

Hohenschwangau Castle | Hohenschwangau/Bavaria

REFERENCES

Ingenhoven Architects | Düsseldorf

Lichtvision | Berlin, Munich

Light Vision | Puna/India

Marco Polo Fashion | Munich

MGM Casino | Macao

MuCEM | Marseille

Museum of Moeda | Angola

Piaget Watches + Accessoires | Switzerland, Saudi Arabia

Reinhold Messner Museum | South Tyrol

Renzo Piano Architects | Genova, Paris, New York

Richard-Wagner-Museum | Bayreuth/Bavaria

Schlosskirche Rastatt | Rastatt/Bavaria

Sheik Rashid Auditorium | Dubai

SIGNA Holding | Vienna, Düsseldorf

SOP Architekten | Düsseldorf

Speirs & Major Associates | London, Edinburgh

two product + space | Claudia de Bruyn | Ratingen

Uli Jetzt Lichtplaner | Stuttgart

Roy-Lichtenstein-Halle, Heinrich-Heine-University | Düsseldorf

Vasconi Architectes by Thomas Schinko | Paris,  

Zaha Hadid Architects | London
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LED-LUC

LED-Luc MiniSpot
LED-Luc 60
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BASE INFORMATION

LED-LUC
Magnetic MiniSpot

LED-Luc | Thumb-sized + to the point
Switch on the Spot! LED-Luc is small but powerful. To the point 

or for spacious illumination, as desired. In addition, it can be 

pivoted and it is magnetic on the reverse side. Another positive 

aspect: LED Luc generates very little heat. And the luminaire 

provides excellent colour reproduction.

LED Luc is an electrifying product. Just thumb-sized but still 

extremely powerful. There is no UV luminance, which is cool. In 

addition, it can be pivoted and magnetically attached. A minia-

ture spot for maximum demands.

Features
→  

 and individual adjustability

→ Magnetic base

→ For private residences, showrooms, churches, castles,  

 museums, trade fairs, libraries, galleries

→ To gently illuminate paintings, works of art, exhibits

→ No UV components

→ Low heat/thermal load, hence, only very little  

 air-conditioning

→ Excellent CRI [CRI > 90]

→ Lenses subsequently changeable

9

IP44 DALI TRIAC
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ARCHITECT | LIGHT PLANNING
Pfeiffer Ellermann Preckel, Lüdinghausen

LED-LUC
St. Petri Church, 
Dortmund

Task
Illuminating the 500 years old Antwerp High Altar.

To appropriately air-condition the restored altar, an area had 

transparent steel/glass construction about four metres from 

the altar.

It was the task to homogeneously illuminate the altar, measur-

-

ed technology had to remain invisible.

Solution
150 LED-Luc mini spots were installed and cabled within the 

This solution guarantees a state-of-the-art illumination of this 



SALESROOMS
Flexible illumination

LED-LUC
Paulas Shop, 
Hückelhoven
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CLIENT | LIGHT PLANNING

LED-LUC
Hohenschwangau Castle,
Bavaria
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EXHIBITION SPACES
Illumination integrated in traverses

LED-LUC
Hohenschwangau Castle,
Bavaria
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LED-LUC
MuCEM, Musée des civilisations de l’Europe et de la Méditerranée
Marseille

14

ARCHITECT | CLIENT/LIGHT PLANNING



EXHIBITION SPACES | SHOWCASES
Flexible illumination of exhibits

LED-LUC
MuCEM, Musée des civilisations de l’Europe et de la Méditerranée
Marseille

15
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ARCHITECT | LIGHT PLANNER

LED-LUC
Richard-Wagner-Museum,
Bayreuth
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EXHIBITION SPACES | SHOWCASES
Flexible illumination of exhibits

LED-LUC
Richard-Wagner-Museum,
Bayreuth
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IN-CEILING HOUSING

LED-LUC
Richard-Wagner-Museum,
Bayreuth

Round in-ceiling housing
For Richard-Wagner-Museum ADO Lights created – suitable 

to the LED-Luc MiniSpots – round in-ceiling housings with an 

positioning of the MiniSpots.

The housing is made of steel ST 37 and black or white pow-

der-coated according to RAL.
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TECHNICAL SPECIFICATIONS

LED-LUC
Richard-Wagner-Museum,
Bayreuth
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DESIGNER
Fachhochschule Potsdam, Faculty Design, Prof. Hermann Weizenegger, BA-Des. Franz Dietrich, Potsdam

LED-LUC
Cabinet House – Mobile Living
Presentation on IMM Cologne 2016
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LIVING | KITCHEN | BATHROOM
Flexible illumination with mini spots on ceiling track and celing panel

LED-LUC
Cabinet House – Mobile Living
Presentation on IMM Cologne 2016
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LETTERING | SHOWCASES
Planar illumination

ARCHITECT
frei(Raum)architekten, Luxembourg

LED-LUC
Showroom Lampertz Stone Designer, 
Luxembourg



DIMENSIONS [W X H] 28 x 50 mm

POWER CONSUMPTION 1–3 W

OPERATING VOLTAGE Low voltage to 48 V DC

LIGHT BEAM ANGLE 10°/25°/50° freely swivelling on bullet magnet

SERVICE LIFE LED 50,000 hours at 

COLOUR TEMPERATURE 

CRI CRI > 90

NO. OF LEDS 1

IP RATING IP44

CERTIFICATES CE, RoHs

LUMINAIRE HOUSING Aluminium natural or black anodised 

WITH BULLET MAGNET Aluminium vanished white RAL 9010

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

CONTROL INTERFACE Static or digital dimmable converter, DALI

WEIGHT 0.08 kg

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

LED-LUC
Magnetic MiniSpot

23

GENERAL TECHNICAL SPECIFICATIONS IP44 DALI TRIAC

28

5
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LIGHT SPREAD | LED-Luc



LED-LUC
Magnetic Mini Spot
Base/Start Set with Plug Driver

DIMENSIONS [W X H] 28 x 50 mm

LUMINAIRE HOUSING Aluminium natural or black anodised

WITH MAGENTIC BASE Aluminium vanished white RAL 9010

CONNECTOR Plug driver with on/off switch

 Mounting plate

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

 Conductor 4-way distributor

28

5
0
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TECHNICAL SPECIFICATIONS IP44 DALI TRIAC



LED-LUC
Housing with
Magnetic Mini Spot

DIMENSIONS [L X W X H] 1.920 x 140 x 70 mm slanted

 Other sizes upon request

NO. OF LEDS 1

LUMINAIRE HOUSING MINI SPOT: 

WITH MAGNETIC BASE Aluminium natural or black anodised

 Aluminium vanished white RAL 9010

 HOUSING:

 Steel powder-coated white RAL 9010

 Steel powder-coated black RAL 9005

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

 End caps

 Spring clips for ceiling installation

25

TECHNICAL SPECIFICATIONS

1,920

140
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IP44 DALI TRIAC



LED-LUC
Ceiling Track with
Magnetic Mini Spots

DIMENSIONS [L X W X H] 1,250/1,750/2,250 x 90 x 38 mm

 Other sizes upon request

POWER CONSUMPTION 12/21/42 W dimmable | 1–10 V/push dim

NO. OF LEDS 4/7/12

LUMINAIRE HOUSING MINI SPOT: 

WITH MAGNETIC BASE Aluminium natural or black anodised

 Aluminium vanished white RAL 9010

 

 CEILING FIXTURE 150 MM:

 Steel powder-coated white RAL 9010

 Steel powder-coated silver RAL 9006

 Steel powder-coated black RAL 9005

SUPPLIES (OPTIONAL) Suspending brackets, adjustable:

 150–180 mm

 Thread for screwing on honey comb mesh

 Thread for screwing on tapered

26

TECHNICAL SPECIFICATIONS IP44 DALI TRIAC
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DIMENSIONS [H] 1,200/2,000 mm;  base ø 300 mm

 Other sizes upon request

POWER CONSUMPTION 3/6 x 1–3 W [1,200/2,000 mm]

NO. OF LEDS 3/6 [1,200/2,000 mm]

LUMINAIRE HOUSING MINI SPOT: 

WITH MAGNETIC BASE Aluminium natural or black anodised

 Aluminium varnished white RAL 9010

 COLUMN:

 Aluminium natural or black anodised

 Aluminium varnished white RAL 9010

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

ø 300

1
,2

0
0

/2
,0

0
0

LED-LUC
Column with
Magnetic Mini Spots

TECHNICAL SPECIFICATIONS IP44 DALI TRIAC



LED-LUC
Standard Luminaire with
Magnetic Mini Spots

DIMENSIONS [H] 1,400 mm; base 285 x 285 mm

 Other sizes upon request

POWER CONSUMPTION 3 x 1–3 W

NO. OF LEDS 3

LUMINAIRE HOUSING MINI SPOT:

WITH MAGNETIC BASE Aluminium natural or black anodised

 Aluminium varnished white RAL 9010

 STANDARD LUMINAIRE:

 Steel black

 Steel white

 Steel powder-coated rusty look

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

1
,4

0
0

285

28

TECHNICAL SPECIFICATIONS IP44 DALI TRIAC
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LED-LUC
V-Box with 
Magnetic Mini Spots

DIMENSIONS [L X W X H] 250 x 150 x 100 mm

 Other sizes upon request

POWER CONSUMPTION 3 x 1–3 W

NO. OF LEDS 3

LUMINAIRE HOUSING MINI SPOT: 

WITH MAGNETIC BASE Aluminium black anodised

 TRAY + REAR COVER:

 Steel powder-coated black RAL 9005

 BOX:

 Oak oiled natural

 Oak stained black

 Beech varnished white or black

 Beech used look white or black

 Beech high-gloss varnished red

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

150
250

1
0

0

TECHNICAL SPECIFICATIONS IP44 DALI TRIAC
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LED-LUC
Cube with
Magnetic Mini Spots

DIMENSIONS [L X W X H] 85 x 85 x 85 mm

NO. OF LEDS 1

LUMINAIRE HOUSING MINI SPOT:

WITH MAGNETIC BASE Aluminium natural or black anodised

 Aluminium varnished white RAL 9010

 CUBE:

 Oak oiled natural

 Oak stained black

 Beech varnished white or black

 Beech used look white or black

 Beech high-gloss varnished red

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

85 85

8
5

TECHNICAL SPECIFICATIONS IP44 DALI TRIAC



LED-LUC_60
Magnetic Spot »L«

LED-Luc 60 | Little big one
Switch on the Spot! LED-Luc is small but powerful. To the point 

or for spacious illumination, as desired. In addition, it can be 

pivoted and it is magnetic on the reverse side. Another positive 

aspect: LED Luc generates very little heat. And the luminaire 

provides excellent colour reproduction.

LED-Luc 60 is the miniature spot’s big brother. Hence, it pro-

-

tures are identical – down to the spherical head magnet, used 

to position the light beam.

GENERAL TECHNICAL SPECIFICATIONS IP44 DALI TRIAC

Features
→  

 and individual adjustability

→ Magnetic base

→ For private residences, showrooms, churches, castles,  

 museums, trade fairs, libraries, galleries

→ To gently illuminate paintings, works of art, exhibits

→ No UV components

→ Low heat/thermal load, hence, only very little  

 air-conditioning

→ Excellent CRI [CRI > 90]

31
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LED-LUC 60
Sheik Rashid Auditorium,
Dubai

ARCHITECT/LIGHT PLANNER | DISTRIBUTION PARTNER
Arcline Interiors, Dubai | Eros Group, Dubai



33

LED-LUC 60
Magnetic Spot »L«

GENERAL TECHNICAL SPECIFICATIONS IP44 DALI TRIAC

IP RATING IP44

CERTIFICATES CE, RoHs

LUMINAIRE HOUSING Aluminium natural or black anodised 

WITH BULLET MAGNET Aluminium vanished white RAL 9010

ATTACHEMENTS Thread for screwing on honey comb mesh 

[OPTIONAL] Thread for screwing on tapered

CONTROL INTERFACE Static or digital dimmable converter, DALI

WEIGHT 0.3 kg

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

LIGHT SPREAD | LED-Luc 60

DIMENSIONS [W X H] 60 x 100 mm

POWER CONSUMPTION 4–9 W depending on energization

 350–700 mA

OPERATING VOLTAGE Low voltage to 48 V DC

LIGHT BEAM ANGLE 25°/45°/60° freely swivelling on bullet magnet

SERVICE LIFE LED 50,000 hours at 

COLOUR TEMPERATURE 

CRI CRI > 90

NO. OF LEDS 3

60

1
0

0
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LED-AROUND

Pendant Luminaire
Standing Luminaire

Wall Luminaire
Custom Built



36 SIGNA | DÜSSELDORF
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BASE INFORMATION

LED-AROUND
Pendant Luminaire

LED-Around | Light in all directions
-

ward light radiation. Ensures homogeneous, glare-free illu-

mination. Fully transparent when switched off. LED Around is 

show rooms and private residences.

Whether above work benches, desks, conference or dining 

tables, in production areas or at home: As a pendant luminaire 

LED Around provides homogeneous, pleasant illumination 

In long and extra-long version the luminaire is stabalized by 

minimalistic PMMA separators made of aluminium which be-

come invisible, when the lumiare is switched on, so a homo-

geneous light spread is given.

Features
→  

→ Suitable for emergency lighting systems 

 according to EN 50172

→ Narrow light colour tolerances

→ Direct/indirect light extraction;  

→ Perfect homogeneous light spread

→ Glare-free

→ Steplessly dimmable and suitable to VDU workstations

IP20 SWITCH
DIM DALI



CLIENT | ARCHITECT
die developer, Düsseldorf | sop slapa oberholz pszczulny architekten, Düsseldorf

LED-AROUND
Clara + Robert, 
Düsseldorf

38
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DIMENSIONS [L X W X H] HEAD [STANDARD]:
 1,210 x 200 x 20 mm

 HEAD [LONG]:
 1,830 x 200 x 20 mm

 HEAD [EXTRA-LONG]:
 2,430 x 200 x 20 mm

 TRANSFORMER CASING:
 190 x 140 x 40 mm

POWER CONSUMPTION 90 W | 135 W [long] | 180 W [extra-long]

LUMINOUS FLUX HEAD [STANDARD]:

 direct/indirect 4,342 lm/2,895 lm 
 At 100 % direct 7,237 lm

 HEAD [LONG]:

 direct/indirect 6,534 lm/4,356 lm 
 At 100 % direct 10,890 lm

 HEAD [EXTRA-LONG]:

 direct/indirect 8,710 lm/5,810 lm 
 At 100 % direct 14,520 lm

OPERATING VOLTAGE Low voltage to 48 V DC

SERVICE LIFE LED 50,000 hours at 

COLOUR TEMPERATURE

LED-AROUND
Pendant Luminaire

GENERAL TECHNICAL SPECIFICATIONS IP20 SWITCH
DIM DALI

CRI CRI > 85

 Narrow colour tolerance MacAdam Step 3 

NORM/PERFORMANCE UGR < 19 | L65 < 1.500 cd/m²

 according to EN 12464–1: 2011

CONTROL INTERFACE DALI DEVICE Typ 6, DSI, switch DIM with

 memory function, corridorFUNCTION

IP RATING IP20

LUMINAIRE HOUSING Aluminium natural or black anodised

 Other colours upon request

MOUNTING Stainless steel cable and

 translucent supply line

CONVERTER Overload protection

 Overtemperature protection

 Short-circuit protection

 Dimming adjustable for DC-mode

 Suitable for emergency lighting systems
 according to EN 50172

OPTIONS 

 Light spread downward

WEIGHT 3.3 kg

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

LIGHT SPREAD | LED-Around | Pendant luminaire
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Features
→  

→ Narrow light colour tolerances

→ Direct/indirect light extraction;  

→ Perfect homogeneous light spread

→ Glare-free

→ Steplessly dimmable and suitable to VDU workstations

LED-Around | Light in all directions
-

ward light radiation. Ensures homogeneous, glare-free illu-

mination. Fully transparent when switched off. LED Around is 

show rooms and private residences. 

As a freestanding luminaire, LED Around is a true all-round-

er: it can provide radiant, glare-free but still subdued lighting. 

A captivating product – thanks to its minimalist design and 

LED-AROUND
Standing Luminaire

BASE INFORMATION IP20 SWITCH
DIM

ACTI
LUME
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CLIENT | ARCHITECT
die developer, Düsseldorf | sop slapa oberholz pszczulny architekten, Düsseldorf

LED-AROUND
Clara + Robert, 
Düsseldorf



IP RATING IP20

LUMINAIRE HOUSING HEAD: 
 Aluminium natural or black anodised

 PIPE:
 Aluminium natural or black anodised

 BASE PLATE:
 Aluminium natural or black anodised;
 weighted down with steel plate black

 Other colours upon request

CONVERTER Overload protection

 Overtemperature protection

 Short-circuit protection

 Dimming adjustable for DC-mode

OPTIONS Presence detector

 Cluster switches

 Daylight sensor

WEIGHT 18 kg

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

DIMENSIONS [L X W X H] HEAD 610 x 320 x 20 mm
 BASE 420 x 320 mm [L x W]
 TOTAL HEIGHT 1,950 mm

POWER CONSUMPTION 85 W

LUMINOUS FLUX 108 lm/W

 Direct/indirect 4,117 lm/2.745 lm 

 At 100 % direct 6,862 lm

OPERATING VOLTAGE 230 V

SEVICE LIFE LED 50.000 hours at 

COLOUR TEMPERATURE

CRI CRI > 85

 Narrow colour tolerance MacAdam Step 3

NORM/PERFORMANCE UGR < 19 | L65 < 1,500 cd/m²

 according to EN 12464–1: 2011

LED-AROUND
Standing Luminaire

GENERAL TECHNICAL SPECIFICATIONS IP20 SWITCH
DIM

ACTI
LUME

43

LIGHT SPREAD | LED-Around | Standing luminaire
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BASE INFORMATION

LED-AROUND
Wall Luminaire

IP20 SWITCH
DIM

LED-Around | Light in all directions
-

ward light radiation. Ensures homogeneous, glare-free illumi-

nation.  Fully transparent when switched off.  LED Around is 

show rooms and private residences. 

Subtle shaping and maximum transparency when switched off 

an air of lightness, while being effective in its power output.

Features
→  

→ Suitable for emergency lighting systems 

 according to EN 50172

→ Narrow light colour tolerances

→ Direct/indirect light extraction;  

→ Perfect homogeneous light spread

→ Glare-free

→ Steplessly dimmable and suitable to VDU workstations
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CONTROL INTERFACE DSI, switch DIM with memory function,

 corridorFUNCTION

IP RATING IP20

LUMINAIRE HOUSING Aluminium natural or black anodised;

 Other colours upon request

MOUNTING Wall casing

CONVERTER Mains voltage 220–240 V AC

 Overload protection

 Overtemperature protection

 Short-circuit protection

 1–10 V Dimming adjustable for DC-mode

 Suitable for emergency lighting systems
 according to EN 50172

OPTIONS 

 Light spread downward

WEIGHT 2.42 kg

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

DIMENSIONS [L X W X H] HEAD:
 610 x 200 x 20 mm

 TRANSFORMER CASING:
 200 x 60 x 60 mm

POWER CONSUMPTION 20 W

LUMINOUS FLUX 110 lm/W

 Direct/indirect 994 lm/663 lm 

 At 100 % direct 1,657 lm

OPERATING VOLTAGE Low voltage to 48 V DC

 1,200 mA CC

SEVICE LIFE LED 50.000 hours at 

COLOUR TEMPERATURE

CRI CRI > 85

 Narrow colour tolerance MacAdam Step 3

NORM/PERFORMANCE UGR < 19 | L65 < 1,500 cd/m²

 according to EN 12464–1: 2011

LED-AROUND
Wall Luminaire

GENERAL TECHNICAL SPECIFICATIONS IP20 SWITCH
DIM

LIGHT SPREAD | LED-Around | Wall luminaire
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ARCHITECT
frei(Raum)architekten, Luxembourg

LED-AROUND | CUSTOM BUILT
Showroom Lampertz Stone Designer,
Luxembourg

ILLUMINATION AND FLUOROSCOPY
Even and homogeneous illumination of showcases and stone walls
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ARCHITECT | ELECTRICAL PLANNING
Valentiny hvp, Luxembourg | Jean-Schmit Engineering, Luxembourg

Task
Partial illumination of the façade of the building.

Solution
28 diamond shapes in the Corten steel façade are illuminated 

with LED-Around. This ensures that the external, characteristic 

façade structure, the overall architecture and its dimensions 

are also clearly visible during the hours of darkness. This could 

be achieved without the need to illuminate the whole building.

Technical Information
28 diamond shapes

Colour Temperature: RGB

IP Rating: IP65

Power Consumption: 15 W/m

Installation moulding made of aluminium for inner cable run

Dimensions: Luminaire 20 x 100 mm 

with housing 35 x 100 mm

Colour: E6C33 bronze anodised

LED-AROUND | CUSTOM BUILT
KPMG Headquarter, 
Kirchberg/Luxembourg

IP65 SWITCH
DIM
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LED-AROUND | CUSTOM BUILT

Mülheim an der Ruhr

LIGHT PLANNER
Max Magis, Stolberg

ENTRANCE AREAS
Illumination for the entrance areas
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TECHNICAL SPECIFICATION

Task
Illumination of the two entrance areas barely visible from the 

street to create a welcoming and safe atmosphere in the night 

and the dark season.

Solution
From the application of glare-free LED-Around results a per-

fect light homogeneity and achieves a optimum illumination of 

both entrance areas offering a warm welcome.

6 units of LED-Around for 2 entrances

IP Rating: IP54

Power Consumption: 38 W/unit, dimmable

Installation moulding made of aluminium for inner cable run

Dimensions:  Luminaire 1,085 x 250 mm and 912 x 250 mm

Colour: RAL 7015 powder-coated

LED-AROUND | CUSTOM BUILT

Mülheim an der Ruhr

IP54 SWITCH
DIM

Mounting frame



LED-AROUND | CUSTOM BUILT
Pendant Luminaire, circular

CUSTOM BUILT PRODUCT

50



TECHNICAL SPECIFICATION

2 LED-Around Pendant Luminaires, circular with cable sus-

pension

IP Rating: IP20

Power Consumption: 45 W/Luminaire, dimmable

Dimensions:  Luminaire ø 600 mm, 20 mm height

Colour: RAL 9006 powder-coated matte

LED-AROUND | CUSTOM BUILT
Pendant Luminaire, circular

IP20 SWITCH
DIM

LIGHT SPREAD | LED-Around | Pendant luminaire, circular

51
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LED-LINARGO

Pendant Luminaire
Recessed Luminaire
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LED-LINARGO
Pendant/Recessed Luminaire

Linargo | Simplistic Luminaire
A very simplistic design mated with the exact level of bright-

ness. LED Linargo is available as a recessed luminaire, which 

thanks to its modular design can be stringed together to form 

a continuous light band, and also as a pendant luminaire. Ideal 

Features
→  

 production sites

→ Suitable for emergency lighting systems acc. to EN 50172

→ Narrow light colour tolerances

→ Glare suppression by satinised PMMA sheet

→ Perfect homogeneous light spread, even if several LED 

 modules are stringed together

→ Clamps for quick and easy wiring from one LED module  

 to the next

→ Light colours are dimmable and controllable using DMX

IP40 SWITCH
DIM DALIBASE INFORMATION

Images: Clara + Robert, Düsseldorf
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IP RATING IP40

LUMINAIRE HOUSING Aluminium natural, black anodised or 

 RAL powder-coated

 PMMA sheet, satinised

MOUNTING Stainless steel cable and

 translucent supply line [Pendant]; 

 Spring clips [Recessed]

CONVERTER Operating voltage 220–240 AC

 Overload protection

 Overtemperature protection

 Short-circuit protection

 Dimming adjustable for DC-mode

 Suitable for emergency lighting systems 

 according to EN 50172

OPTIONS Pendant luminaire:  

 direct/indirect separately switchable

 Emergency light function

WEIGHT 3.2 kg

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

DIMENSIONS [L X W X H] LUMINAIRE [STANDARD]:

 1,690 x 38 x 80 mm

 Variable length [see list below]

POWER CONSUMPTION 51 W [at 1,690 mm length]

LUMINOUS FLUX

LIGHT BEAM ANGLE 120°

SERVICE LIFE LED + EVG 50,000 hours at 

COLOUR TEMPERATURE

CRI CRI > 85

 Narrow colour tolerance MacAdam Step 3

NORM/PERFORMANCE UGR < 19 | L65 < 1,500 cd/m²

 according to EN 12464–1: 2011

CONTROL INTERFACE DALI DEVICE Type 6, DSI, switch DIM

 with memory function, corridorFUNCTION

LED-LINARGO
Pendant/Recessed Luminaire

GENERAL TECHNICAL SPECIFICATIONS IP40 SWITCH
DIM DALI

38

80

Variable Length

LIGHT SPREAD | LED-Linargo

Length [mm] Power Con-
sumption [W]

Luminous
Flux [lm]

Nom. Luminous
Flux [lm]

570 17 2,220 2,362

1,130 34 4,450 4,725

1,690 51 6,910 7,293

2,250 68 8,900 9,451

2,810 85 11,130 11,814

3,370 102 13,360 14,177

Clamp

Ceiling Ceiling

Clamp

Recessed 
Luminaire

11 38
60

11

17
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LED-QME 625

Recessed Surface Light
Surface-mounted Surface Light
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APPLICATION EXAMPLE
AND PRODUCT IMAGE

TOUCH
DIM

LED-QME 625
Recessed/Surface-mounted
Surface Light

IP44 DALI
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DIMENSIONS [L X W X H] 620 x 620 x 15 mm

POWER CONSUMPTION 40 W

LUMINOUS FLUX
 90 lm/W | 3,600 lm at 40 W

RESOURCE Converter

SERVICE LIFE LED 50,000 hours at 

COLOUR TEMPERATURE

CRI CRI > 82

IP RATING IP44

 Protection class III, SELV, F, CE

LUMINAIRE HOUSING Aluminium white powder-coated

 Covering opal PMMA sheet

CONVERTER Mains voltage 110–240 V

 Overload protection

 Overtemperature protection

 Short-circuit protection

 Dimming adjustable for DC-mode

OPTIONS Mounting frame (L x W x H): 625 x 625 x 50 mm 

 Built-in frame

 Suitable for emergency lighting systems

 DALI, 1–10 V

 Touch-Dim

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

LED-SurfaceLight | Plain and neat
-

or use. A matt-polished cover and a light intensity that leaves 

nothing to be desired. Surface Light. Very pleasant.

Features
→  

 production sites

→ Perfect homogeneous lighting

→ Glare-free

→ LED light panel with a white aluminium frame,  

 covering opal PMMA sheet

→ Optional: dimmable and/or suitable for emergency  

 lighting systems

→ Optional: mounting or built-in frame

BASE INFORMATION AND
GENERAL TECHNICAL SPECIFICATIONS

LED-QME 625
Recessed/Surface-mounted
Surface Light

IP44 DALI TOUCH
DIM

LIGHT SPREAD | LED-QME 625
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LED-HAYAT

Recessed Luminaire
Surface-mounted Luminaire

Pendant Luminaire
Wall Luminaire
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LED-HAYAT
Recessed/Surface-mounted
or Pendant Luminaire

BASE INFORMATION

LED-Hayat | Minimalism with brilliant effect
Extra atmosphere for interior or exterior use. LED Hayat allows 

a wide range of applications: It can be used for indirect lighting 

and it can be recessed or surface-mounted as a continuous 

strip. A minimalist model that is even suitable as a pendant 

luminaire.  LED Hayat – the optimum choice to illuminate (even 

large) spaces or building fronts.

Features
→

→ Versatile interior and exterior use

→ No UV components

→ Low heat/thermal load, hence only very little 

 air-conditioning

→ Excellent colour rendering index [CRI > 90]

IP
54/65

DALI
TRIAC



ACCENT LIGHTING
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ARCHITECT | LIGHT PLANNER
Henning Larsen Architects, Copenhagen | ISR Ingenieurbüro Schlegel & Reuswig GmbH, Hamburg

LED-HAYAT
Ericusspitze/Spiegel Publishing House, 
Hamburg
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LED-HAYAT
Hyatt Regency, 
Düsseldorf

65

ARCHITECT | LIGHT PLANNER/INTERIOR ARCHITECT
SOP Architekten, Düsseldorf | FG stijl, Amsterdam

RECEPTION | LOBBY
Recessed Luminaires
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CLIENT

LED-HAYAT
Restaurants Landlust + Bembergs Häuschen,
Flamersheim Castle
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CLIENT
Ursula and Johannes Heinrichs, Hückelhoven

LED-HAYAT
Paulas Shop,
Hückelhoven
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LED-HAYAT
Pendant Luminaire

APPLICATION EXAMPLE
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DIMENSIONS [L X B X H] 1,400/2,800 x 50 x 50 mm

 Other sizes upon request

POWER CONSUMPTION 1–3 W per LED

LUMINOUS FLUX 88 lm/W at 350 mA

OPERATING VOLTAGE Low voltage to 48 V DC

 350–700 mA CC

LIGHT BEAM ANGLE 10°/25°/50° [o] | 25°/50° [e]

SERVICE LIFE LED 50,000 hours at 

COLOUR TEMPERATURE

CRI CRI > 90

LED-HAYAT
Recessed/Surface-mounted
or Pendant Luminaire

GENERAL TECHNICAL SPECIFICATIONS IP
54/65

DALI
TRIAC

NO. OF LEDS 6/12 units [1,400/2,800 mm]

LIGHT SPOT SPACING 250 mm [Standard]

IP RATING IP54 | optional IP65

CERTIFICATES CE, RoHs

LUMINAIRE HOUSING Aluminium anodised or black anodised,

 other colours upon request

MOUNTING Pendant: Stainless steel cable

 Supply line black or transparent

DEVICE Static or digital dimmable

 Converter (DALI)

WEIGHT 1.2 kg

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

1,40050

250

50

ILLUMINANCE LEVEL MEASUREMENTS | COLOUR TEMPERATURE 4,000 K | POWER CONSUMPTION 3 W
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195  | 2000

82 | 2600

140  | 1600

380 | 1000

0

88  | 2000

55 | 2600

Diameter [mm]

-600-1200 12006000

37  | 1600

105 | 1000

0

23  | 2000

14 | 2600

Centrally aligned lens 10° Centrally aligned lens 25° Centrally aligned lens 50°
Diameter [mm]

-600-1200 12006000

Diameter [mm]

-600-1200 12006000
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LED-VOUTE

Indirect Ambient Lighting
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LED-VOUTE
Indirect Ambient Lighting

APPLICATION EXAMPLE
Raiffeisenbank Rheinbach Voreifel eG
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LED-VOUTE
Indirect Ambient Lighting

BASE INFORMATION AND
GENERAL TECHNICAL SPECIFICATIONS

DIMENSIONS [W X H]

POWER CONSUMPTION MONOCHROME/WHITE:
 19.2 W/lfm

 RGB:
 14.4 W/lfm

LUMINOUS FLUX MONOCHROME/WHITE:

SERVICE LIFE LED and EVG 50.000 hours at

COLOUR TEMPERATURE MONOCHROME/WHITE:

 optional RGB

CRI CRI > 85

CONTROL INTERFACE With ballast compatible to any interface

 as i.e. DMX 512, DALI, EIB etc.

IP RATING IP40

CERTIFICATES CE, RoHs

LUMINAIRE HOUSING Aluminium anodised

COVER Plastic, opaque [light transmission 65 %]

OTHER Ambient temperature –25 °C up to +50 °C 

 Connection cable with plug connections

 suitable for mounting in lighting coves,

 incl. mounting brackets

WEIGHT 0.26 kg/m

LED-Voute | Pleasant atmosphere
This allows suspended ceilings to emerge from the shadows. 

A concealed light line attached to the ceiling edges provides 

indirect light: LED-Voute is not just a high-quality but also a very 

sophisticated solution.

Features
→ Atmospheric, indirect ambient illumination for targeted 

 accenting

→ Variable length secgments possible

→ Perfect homogeneous lighting

→ Implementation in variable applications from user-friendly 

 small applications to building automatism systems

→ Light colours monochrome, optional multicolor

IP40 DALI/
DMX

Lighting 
cove

LED-Lighting

Wall

Ceiling
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LED-LIGHT LINE

Recessed Floor Luminaire
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BASE INFORMATION

LED-LightLine | Eye-catcher + Signpost
Luminous lines when darkness falls. Sometimes an eye-catch-

er. At other times showing the way. They accentuate entrance 

areas or emphasize architectural contours. Lightlines can be 

optical highlight.

Features
→ For public spaces, façades, entrance areas

→ Straight or curved versions

→

→ Implementation in variable applications from user-friendly 

 small applications to building automatism systems

→ Perfect homogeneous lighting

→ Light colours monochrome, optional: multicolor

LED-LIGHT LINE
Recessed Luminaire
Standard/High-power

IP68 DALI/
DMX



WITH TTC-DRAINAGE CHANNELSCLIENT | ARCHITECT | LIGHT PLANNER
die developer, Düsseldorf | Daniel Libeskind, New York/Zurich

Lichtvision, Berlin/Munich

LED-LIGHT LINE
Kö-Bogen, 
Düsseldorf

78



INTAKE STRUCTURES | PATIO
LED-LightLines on intake structures and plant throughs

WITH TTC-DRAINAGE CHANNELS

LED-LIGHT LINE
Kö-Bogen, 
Düsseldorf
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CLIENT | LIGHT PLANNER

LED-LIGHT LINE
Headquarter Enervie, 
Hagen

80



ACCENT LIGHTING
LightLine curved version

LED-LIGHT LINE
Headquarter Enervie, 
Hagen

81
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LED-LIGHT LINE
Etihad Towers, 
Abu Dhabi

CLIENT
SSPD Sheikh Suroor Project Development, Abu Dhabi

WITH ADO DOOR MATS
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BASE INFORMATION

LED-LightLinie | Accentuated reception
LED-LightLines are an accent lighting for interior and exterior to 

emphasize façade and entry areas or public spaces.

LightLines and they can also be used to accentuate wall and 

The fully sealed recessed luminaire extracts perfect homoge-

neous light with no visible points of light.

Features
→ For public spaces, façade and entry areas

→ Straight or curved versions

→

→ Perfect homogeneous light extraction

→ Implementation in variable applications from user- 

 friendly small applications to building automation  

 systems

→ Light colours monochrome or RGB/multicolour, 

 control panel using corresponding drivers

LED-LIGHT LINE

with ADO Door Mats

IP68 DALI/
DMX
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GENERAL TECHNICAL SPECIFICATIONS

LED-LIGHT LINE
Recessed Luminaire
Standard/High-power

DIMENSIONS [W X H]

POWER CONSUMPTION STANDARD:
 19.2 W/lfm | 14.4 W/lfm [RGB]

 HIGH-POWER:
 38 W/lfm

LUMINOUS FLUX STANDARD:

 HIGH-POWER:

SERVICE LIFE LED and EVG 50.000 hours at

COLOUR TEMPERATURE STANDARD:

 optional RGB

 HIGH-POWER:

CRI CRI > 85

CONTROL INTERFACE With ballast compatible to any interface

 as i.e. DMX 512, DALI, EIB etc.

IP RATING IP68

CERTIFICATES CE, RoHs

LUMINAIRE HOUSING Aluminium anodised 
 Stainless steel on request

COVER High-quality, opaque polyurethane seal

OTHER Ambient temperature –25 °C up to +50 °C 

 Connection cable with plug connection

 IP67 suitable for mounting in the ground,

WEIGHT 0.75 kg/m

IP68 DALI/
DMX

12

3
0

REVISION BOX FOR TRANSFORMERS

400

1
0

0

1
0

0

1005050

3
0

Flooring

Substruction (concrete)

Ground

Lightline
SECTION A-A
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LED-GROUND-LEVEL SPOT

Recessed Floor Luminaire
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BASE INFORMATION

LED-GROUND-LEVEL SPOT
Recessed Luminaire

LED-Ground-level spot | Spot on façades
This LED-Ground-level spotlight creates a very positive effect.  

-

door areas are a thing of the past. The LED-Ground-level spot 

elegant object.  Maximum effect but still glare-free illumination: 

for residential buildings, villas, gardens and castles.

Features
→ For private residences, villas, parks, gardens, churches, 

 castles, historic buildings

→ Stainless steel housing for exterior use

→ Weather-proof

→ Beam characteristic symmetrical or asymmetrical

→ Glare-free

TRIACIP67 DALI/
DMX



88

ACCENT LIGHTING

LED-GROUND-LEVEL SPOT
Recessed Luminaire



LED-GROUND-LEVEL SPOT
Recessed Luminaire

89

DIMENSIONS [L X B X H] 150 x 150 x 120 mm

POWER CONSUMPTION MONOCHROME/WHITE:

 16 W

 RGB/MULTICOLOUR:
 6 W

LUMINOUS FLUX  104 lm/W

OPERATING VOLTAGE 24 V DC

LIGHT BEAM ANGLE 120° or asymmetrical

SERVICE LIFE LED and EVG 40,000 hours at 

COLOUR TEMPERATURE MONOCHROME/WHITE:

 optional RGB

BASE INFORMATION AND
GENERAL TECHNICAL SPECIFICATIONS

CRI CRI > 85

CONTROL INTERFACE With ballast compatible to any interface

 e. g. DMX 512, DALI, EIB etc.

IP RATING IP 67

CERTIFICATES CE, RoHs

LUMINAIRE HOUSING Stainless steel

COVER VSG-Safety glass, drive-over design for

 wheel loads up to 1.5 t

CONVERTER Overload protection

 Overtemperature protection

 Short-circuit protection

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

TRIACIP67 DALI/
DMX

ILLUMINATION LEVEL
Light distribution: asymmetric Light distribution: symmetric, bilateral light feed

150

12
0
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LED-DRAINLIGHT

LED-WallWasher
integrated in 

drainage channels
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LED-DRAINLIGHT
LED-WallWasher 
Façade Illumination

LED-Drainlight | Light + Glass or Grating
A forward looking solution, connecting aesthetic aspirations 

and practical requirements. For exterior applications: LED 

Drainlight combines stainless steel drainage channels with an 

impressive LED illumination of buildings.

LED Drainlight with grating cover

So beautiful, so useful: This LED Drainlight model allows 

rainwater to be reliably drained away through stainless steel 

draining channels. The integrated LED illumination, which has 

an angle that can be individually determined, works whatever  

the weather – come rain or shine. Building fronts are illumi-

nated from the outside. Linear or cross gratings protect the 

construction. 

LED Drainlight with glass cover

Highest possible protection: When LED Drainlight has a glass 

cover, neither leaves not dirt can enter the stainless steel con-

struction. However, rainwater and condensed water can drain 

away freely thanks to its drainage channels. The integrated 

LED light strip illuminates the façades above precisely at the 

desired angle. Another plus point is its simple maintenance.

BASE INFORMATION DMXIP65

Features
→ For detached houses, villas, hotels, museums,  

 parks, gardens, churches, castles, historic buildings

→ Façade illumination out of the drainage system – or  

 with glass cover – out of the ground 

→ Interactive integration into existing medial  

 light systems

→ Can be used in interior and exterior applications

→ The light colours are dimmable and controllable 

 using DMX
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CLIENT | ARCHITECTEN
die developer, Düsseldorf | sop slapa oberholz pszczulny architekten, Düsseldorf

LED-DRAINLIGHT
Clara + Robert, 
Düsseldorf
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FAÇADE ILLUMINATION
LED-WallWasher 

LED-DRAINLIGHT
Clara + Robert, 
Düsseldorf
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ARCHITECT | LIGHT PLANNER/PROJECT DEVELOPER
Mario Bellini, Milano | die developer, Düsseldorf

LED-DRAINLIGHT
Casa Altra, Düsseldorf
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DIMENSIONS [L X W X H] CHANNEL:
 1,250 x 160 x 150 mm

 WALLWASHER:
 1,212 x 68 x 76 mm

POWER CONSUMPTION 50 W

LIGHTING RANGE Approx. 20 m

LIGHT BEAM ANGLE Symmetric | 15°/25°/35°/45°

 Elliptic | 25°/50°

SERVICE LIFE 50,000 hours at

COLOUR TEMPERATURE 
 or multicolour RGB/RGBW

CRI CRI > 85

CONTROL INTERFACE DMX 512, 4 channels

IP RATING IP65

CERTIFICATES CE, RoHs

INSTALLATION HOUSING Stainless steel

COVER VSG security glass, able to drive over up to  
 1.5 t wheel load;

 Linear or cross grating made of aluminium 
 or stainless steel

MOUNTING Gradient adjustable bracket [WallWasher]

LIGHTING CALCULATION For EULUM data see www.ado-lights.com

GENERAL TECHNICAL SPECIFICATIONS

LED-DRAINLIGHT
LED-WallWasher 
Façade Illumination

DMXIP65

LIGHT SPREAD | LED-Drainlight

Covered 
with glass

Covered 
with grating
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LED-SPACELIGHT

Façade Luminaire
Surface Luminaire
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LED-SPACELIGHT
Façade and Surface Luminaire

ACCENT LIGHTING
Crane House Cologne, Provinzial Münster
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LED-SPACELIGHT
Façade and Surface Luminaire

DIMENSIONS [L X W] 1,500 x 3,000 mm max. light area

 Set up depth min. 25 mm

POWER CONSUMPTION depending on the light surface

COLOUR TEMPERATURE 
 optional RGB

CRI CRI > 85

OPERATING VOLTAGE 24 V DC

CONTROL INTERFACE With ballast compatible to any interface

 e. g. DMX 512, DALI, EIB etc.

IP RATING IP54/65

CERTIFICATES CE, RoHs

LUMINAIRE HOUSING Aluminium anodised or stainless steel

COVER ESG-glass optiwhite with passepartout 

 e. g. black, white etc.

OTHER Ambient temperature –25 °C up to +50 °C 

 Connection cable with plug connections

 IP67 suitable for mounting in façades,

LED-SpaceLight| Light as a concept
LED-SpaceLight allows previously unknown lighting concepts. 

Its beautiful glow adorns interior spaces such as show rooms 

or shop windows. In exterior spaces LED-SpaceLight resem-

bles a striking light sculpture – when highlighting surfaces or 

a splash of colour, with different white tones or through colour 

LEDs. An innovative effect that is impossible to ignore.

Features
→ Weatherproof

→ Perfect homogeneous ligthing

→ Glare-free

→ Implementation in exterior or interior façade or 

 in many and varied surfaces

→ Light colours monochrome, optional multicolor

BASE INFORMATION AND
GENERAL TECHNICAL SPECIFICATIONS

IP
54/65 TRIACDALI/

DMX
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DISTRIBUTION PARTNERS
GERMANY + EUROPE

GERMANY

DISTRIBUTION NORTH
SvR Lichttechnik GmbH 
Eilswiese 23 
22393 Hamburg
Stefan von Raven + Florian von Raven 
T	 +49 40 609046-0 
E	 info@svr-lichttechnik.de

DISTRIBUTION WEST 
Planquadrat Objektbeleuchtung 
Drölsholz 29 
41352 Korschenbroich
Michael Wegener 
T	 +49 2166 848455 
E	 michael.wegener@planquadratonline.com

DISTRIBUTION SOUTH
HL LichtTechnik 
Eschenloh 16 b 
83565 Tegernau
Johann Lichtl 
T	 +49 8663 3099147 
E	 info@hl-lichttechnik.de

DISTRIBUTION EAST 
Die Lichtagentur 
Grüner Weg 41 
01796 Pirna
Jens Müller 
T	 +49 3501 527720 
E	 info@jm-lichttechnik.de

EUROPE

GREAT BRITAIN
LightLumen Ltd.  
12. Heston Walk, Oxley Park 
Milton Keynes, MK4 4 JP 
Buckinghamshire
Kuldeep Vali 
T	 +44 1 908520187 
E	 info@lightlumen.com

PORTUGAL
Mario Nunes  |  Illumination LED 
Candal Park 
Centro de Negócios e Empresas 
Rua 28 de Janeiro, 350, Sala A5 
44400-335 Vila Nova de Gaia
T	 +351 22 3169397 
M	 +351 914 109975 
E	 mario.nunes@ado-lights.com

SWEDEN
Stockholm Lighting Company 
Bryggerivägen 10 
16867 Bromma
Carl Eric Warpe Bohmann 
T	 +46 8 51420202 
M	 +46 709909112 
eric@stockholmlighting.se

SWITZERLAND
Lightknow GmbH 
Commercial Agency 
Molkereistr. 18 
8645 Jona-Rapperswil
Loris Susin 
T	 +41 79 6352408

CYPRUS
Kypros H. Charalambous Ltd. 
Roikou 8 
Salaminos Avenue 
1045, Pallouriotissa 
Lefkoşa
Panos Charalambous 
T	 +357 22 468468
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DISTRIBUTION PARTNERS
INTERNATIONAL

AFRICA

NIGERIA
Lightbox International 
Plot 194, Jide Oki Street 
Victoria Island 
Lagos
Rony Tabbal 
T	 +234 705 3114444 
E	 rtabbal@lightboxintl.com

AMERICA
 

NEW YORK 
Jesco Lighting Group LLC 
15 Harbor Park Drive 
Port Washington, NY 11050
Richard Kurtz 
T	 +1 718 366.3211 ext. 126 
E	 rkurtz@jescolighting.com
Richard Present 
T	 +1 718 366.3211 ext. 117 
E	 richardp@jescolighting.com

LOS ANGELES/CALIFORNIA
Jesco Lighting Group LLC 
219 South 6th Avenue 
City of Industry, CA 91746
T	 +1 626 333.3661

ARABIAN PENINSULA

LIBANON
Lightbox International 
Pasteur Street 
PO Box 175 327 
Saifi – Beirut
Toufic Nemr 
T	 +961 1 444428 
E	 tnemr@lightboxintl.com

QATAR
Lightbox International 
PO Box 24851 
Doha
Haitham Zein Eddine 
T	 +974 4491269 
E	 haitham@lightboxintl.com

ARABIAN PENINSULA

SAUDI ARABIA
Lightbox KSA 
6th Floor, Al-Faleh Building 
Al Olaya Street 
Riyadh
Fadil Nemr 
T	 +966 11 2161061 
E	 fadil@lightboxintl.com

UNITED ARAB EMIRATES
Eros Group LLC 
Eros House, Al Barsha 
PO Box 1184 
Dubai
Thamimun Ansari Babu 
T	 +971 4 2098803 
E	 thamimunansaribabu@erosgroup.ae
Nishant Sehgal 
T	 +971 4 2098800 
E	 nishant.seghal@erosgroup.ae

ASIEN

INDIA
Innovative Lighting Designs Ltd 
D-14/9, Okhla Industrial Area, Phase-1 
New Delhi - 110020
T	 +91 11 41406716 
M	 +91 98 10156016 
E	 info@ildlimited.com
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