
Jury Courtroom
Landgericht Wuppertal

[District Court]

PROJECT

®



JURY COURTROOM
Landgericht Wuppertal  [District Court] 

ARCHITECT  |  ELECTRICAL DESIGN
Dipl.-Ing. Martin Hebgen, Duisburg  |  Ing. Hans Quel, Wuppertal

©
Pi

ct
ur

es
: T

TC
 T

im
m

le
r T

ec
hn

ol
og

y/
Ph

ot
og

ra
ph

er
: P

et
er

 v
on

 P
ig

ag
e

2

Silence in court
The largest courtroom of the Wuppertal District Court is the 
jury courtroom: no old splendour, but a relic of the post-war 
period before the current renovation, as the part of the building 
in which the courtroom is located were severely damaged by 
bomb hits during Second World War.

The renovation of the much-used courtroom took into account 
the fact that modern media technology is increasingly used in 
trials, which means that audio recordings and video confer-
ences must be clearly perceptable throughout the room.

In addition, the richly profiled coffered ceiling from the 1950s 
was to be preserved. This is the ideal location for the ADO 
Lights pendant baffle luminaires, which take up the structure of 
the ceiling, thereby ensuring better acoustics and, equipped 
with seperately switchable and dimmable LED Linargo pen-
dant luminaires, provide direct and indirect lighting. Depend-
ing on the time of day, the brightness of the basic lighting can 
be optimally regulated.



©
Pi

ct
ur

es
: T

TC
 T

im
m

le
r T

ec
hn

ol
og

y/
Ph

ot
og

ra
ph

er
: P

et
er

 v
on

 P
ig

ag
e

JURY COURTROOM
Landgericht Wuppertal  [District Court] 

3

PENDANT BAFFLE LUMINAIRE DIRECT/INDIRECT
Specification

LED-Linargo BL-600
→	 LED-Linargo pendant baffle luminaire direct/indirect	  
	 made of aluminium powdeer-coated to RAL, multi-piece  
	 with plug-and-play through-wiring, no dark spots at joints,  
	 LED white, direct: 4,000 K, 34 W/m; indirect: 4,000 K,  
	 17 W/m; light beam angle 120°, seperately switchable/ 
	 dimmable DALI, opaque PMMA cover for homogeneous  
	 light emission, CRI > 85, IP40, wire suspension 2 m,  
	 supply cable 2.5 m transparent

→	 20 units, dimensions: 2,680 x40 x 680 mm [L x W x H], 
	 total height 680 mm [acoustic baffle 600 mm high plus 
	 80 mm Linargo direct/indirect]

→	 10 units, dimensions: 4,490 x 40 x 680 mm [L x W x H], 
	 total height 680 mm [acoustic baffle 600 mm high plus 
	 80 mm Linargo direct/indirect]
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VIEW DEFANDANTS [ANGEKLAGTE/VERTEIDIGER]

GROUND FLOOR

VIEW PROSECUTOR [STAATSANWALT]



TTC Timmler Technology GmbH
Christian-Schäfer-Straße 8
D-53881 Flamersheim [Cologne/Bonn]
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