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Glare-free illumination of the staircase
Glare-free illumination of the staircase in front of the academie 
without mast luminaires. Integration of ADO Lights in-floor in-
stalled lightlines type LLF30.12 in every second stone step.

Pendant Baffle Luminaire in acoustic panels 
suspended below the ceiling
Illumination of the working plane of the foyer with 300 lx through 
integration of ADO Lights pendant baffle luminaires type LED 
Linargo BL-300 after every third of acoustic panel suspended 
below the ceiling.



PRODUCTS | LED-LIGHTLINE
Specification
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Products
→ 16.5 m of LED LightLine type LLF30.12, 12 mm wide,  
 LED white 3,000 K, 24 VDC, 19 W, opaque sealed, 
 IP68, straight version, connection cable 1 m with plug  
 connector IP67, mounting housing made of aluminium,  
 total height 45 mm, in  single lengths 15 units with each 
 1,100 mm

→ Incl. 3 LED power supplies MW HLG150, 24 VDC, 150 W, 
 IP67, for max. 7 m of LED LightLines, 3 LED overvoltage  
 protectors IP65, type DCOR L 2P 275 SO IP, 
 connection cable IP65



TEXTILAKADEMIE NRW
Mönchengladbach

PICTURES
Acoustic baffles suspended below the ceiling in combination with pendant baffle luminaires
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PRODUCTS | BAFFLE LUMINAIRE
Specification
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Products
→ 51 m, LED Linargo BL-300 pendant luminaire,  
 height 300 mm, made of aluminium powder-coated  
 according to RAL, LED white 4,000 K, light beam  
 angle120°, max. 31 W/m,148 lm/W, narrow colour  
 tolerance MacAdam Step3, integrated power supply, 
 dimmable DALI, opaque cover made of satinsed PMMA 
 for homogeneous light emission, IP rating IP40, stainless 
 steel cable suspension 1.3–3.5 m and supply line 2–5 m  
 transparent

→ Dimension: 42 x 300 mm (B x H) 
 Length: regular length 1,970 mm plus fitting lenght for a 
 continuous rowing according to the individual lengths of  
 the acoustic panels



TTC Timmler Technology GmbH
Christian-Schäfer-Straße 8
D-53881 Flamersheim [Cologne/Bonn]
T +49 2255 9212-00
F +49 2255 9212-99
E info@ado-lights.com
I www.ado-lights.com
 www.led-luc.com

by TTC Timmler Technology

®


