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Client  |  Lighting designer
Siemens Energy, Duisburg  |  DNI LIGHT, Hemer

Siemens Energy is a trademark licensed by Siemens AG.

A well-rounded affair
Some buildings never go out of style, such as the former Demag 
headquarters in Duisburg, now the headquarter of Siemens Energy. 
During the building’s renovation, old features were preserved and 
new ones added, turning necessity into optimisation. The lighting 
concept echoes the design language of the historic building and 
opens the reception and circulation areas.

To create a friendly and well-lit reception area, the cantilevered can-
opy in the entrance area was fitted with two light lines integrated 
into the roof over a total length of more than 25 metres, supplement-
ed by a light line flush-mounted into the floor. 

In the foyer and reception hall, Linargo pendant luminaires float 
from the ceiling as circular, single-level special designs with diame-
ters of 1800 and 2400 mm. 

The highlight, however, is the multi-level version of the pendant lumi-
naires in the stairwell cores. The powder-coated colour is matched 
to the colour of the handrails, and here to there are different diame-
ters ranging from 1000 to 2400 mm.

If necessary, the LEDs and light lines can be replaced individually, 
which ensures long-term sustainability. 
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Basics
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LED-Linargo  |  Simplistic luminaire
A very simplistic design plus just the right amount of brightness. The 
LED-Linargo is available as a surface-mounted luminaire, as well as 
a recessed luminaire that can be connected in modules to create a 
long strip light and can also be combined with LED-Luc mini spots.

SIEMENS ENERGY
Duisburg

Siemens Energy is a trademark licensed by Siemens AG.
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Basics

Built-in products
LED-Linargo ring luminaires  |  Multi-level pendant luminaires
→	 Aluminium housing with gold powder coating in accordance to   
	 RAL 1036 to match the railing, 4000 K, CRI > 90, 
	 31 W/m direct, 62W/m direct/indirect, separately switchable  
	 and dimmable via DALI

↘	 Stairwells 
→	 15 LED-Linargo ring pendant luminaires direct/indirect,  
	 3 different diameters 1000/1400/2100 mm

→	 21 LED-Linargo ring surface-mounted luminaires direct,  
	 2 different diameters 1200/1800 mm

SIEMENS ENERGY
Duisburg

LED-Linargo ring luminaires  |  Single-level pendant luminaires
→	 Aluminium housing with gold powder coating in accordance to   
	 RAL 1036, 4000 K, CRI > 90, 31 W/m direct, 62W/m direct/ 
	 indirect, eparately switchable and dimmable via DALI

↘	 Foyer 
→	 10 LED-Linargo ring pendant luminaires direct/indirect,  
	 2 different diameters 1800/2400 mm

→	 LED-Linargo ring surface-mounted luminaires direct,  
	 diameter 1800 mm

↘	 Entrance hall 
→	 7 LED-Linargo ring pendant luminaires direct/indirect,  
	 2 different diameters 1800/2400 mm

→	 2 LED-Linargo ring surface-mounted luminaires direct,  
	 diameter 1800 mm

Siemens Energy is a trademark licensed by Siemens AG.
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Quick-Info  |  Technical drawings

SIEMENS ENERGY
Duisburg

ado-lights.com/linargo

IP
40/54 DALI DALI-2
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Siemens Energy is a trademark licensed by Siemens AG.

1131 (5xKreisbogen)

R900

200

dazwischen 5 x Alustreifen
entsprechend dem Radius
zur Abdeckung
zum gold beschichteten
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Ø 1800 mm
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Kreisbogen 3-teilig
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5-Stufige Leuchte untereinander montiert
an 3 mm Edelstahlseil mit Gripper
Transparentkabel 5-adrig
Treiber jeweils in den Ringen verbaut. -
(75W/Dali)
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Zuleitung: Transparentkabel 5x1,5 qmm
Abhängehöhe siehe Stufenhöhe

7

5-step luminaire mounted  
one below the other on 3 mm 
stainless steel cable with gripper
Transparent 5-core cable
Driver installed in each ring (75W/DALI)

Supply cable:  
transparent cable 5 x 5.1 mm
System heigt see step height

in between 5 x aluminium strips
corresponding to the radius 
for covering the gold-coated
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Circular arc, 3-piece
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LED-Lightline  |  Eye-catcher + signpost
Luminous lines in the dark. Sometimes eye-catchers. Then again 
signposts. They accentuate entrance areas or trace architectural 
contours. Lines of light can be integrated into façades and floor sur-
faces - they are always a visual highlight. 

SIEMENS ENERGY
Duisburg

Built-in products
LED-Lightlines  |  Recessed luminaires
↘	 Entrance area outside, floor 
→	 5.5 m LED-Lightlines 12.30 with mounting profile 15.45,  
	 4000 K, 14.4 W/m, 24V DC, IP68, opaque moulding

↘	 Entrance area outside, canopy 
→	 54 m LED-Lightlines 40.30 with mounting profile 44.70 for 
	 celing mounting including fall protection, 4000 K, 24 W/m,  
	 24V DC, IP68, opaque moulding

Siemens Energy is a trademark licensed by Siemens AG.Basics
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SIEMENS ENERGY
Duisburg

IP
68/67 DALI DALI-2

RoHS WEEE

UVDMX

ado-lights.com/lightlinie

DRAIN 
LIGHT

Siemens Energy is a trademark licensed by Siemens AG.

Pos.LL1.1-2005 Pos.LL 1.2-2005 Pos.LL1.3-2005 Pos.LL1.4-2005 Pos.LL1.5-2005 Pos.LL1.6-2005 Pos.LL1.7-2005 >>>Teil 1

Pos.LL1.8-2005 Pos.LL1.10-2005 Pos.LL1.11-2005 Pos.LL1.12-2005 Pos.LL1.13-2005 Pos.LL1.14-931Pos.LL1.9-2005
Pos.LL1.7-2005

 >>Teil 2

240 W

240 W

Stromtrennung

Stromtrennung

240 W

Stromtrennung

150 W

Pos.LL2.1-2005 Pos.LL 2.2-2005 Pos.LL2.3-2005 Pos.LL2.4-2005 Pos.LL2.5-2005 Pos.LL2.6-2005 Pos.LL2.7-2005 >>>Teil 1

Pos.LL2.8-2005 Pos.LL2.10-2005 Pos.LL2.11-2005 Pos.LL2.12-2005 Pos.LL2.13-2005 Pos.LL2.14-931Pos.LL2.9-2005
Pos.LL2.7-2005

 >>Teil 2

240 W

240 W

Stromtrennung

Stromtrennung

240 W

Stromtrennung

150 W

70

Befestigungsbohrungen
mit Absturzsicherung!

Deckenleuchten als Anbauleuchten (direkte Beleuchtung)
Lichtlinie 40.30 als Deckenleuchte l-54 m   2 Strecken a- -27 m
Bereich Vordach / Eingang

ADO lights Lichtlinie 40.30,
4000 Kelvin, 24V DC, 24W/m,
IP68, opak vergossen,
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Teil 1 = 27 m

Teil 2 = 27 m

40

44

 UK / Montageprofil / Base
 mit Maßlinien

 Lichtlinie / Lightline
 mit Maßlinien

 Verbindung B / S  S / B   /Loop

Stromkreistrennung

UK/mounting profile/ 
base with measuring lines

Mountin holes 
with fall protection!

Lightline 
with measuring lines

Circuit isolation

Connection B/S S/B /Loop

Quick-Info  |  Technical drawings



TTC Timmler Technology GmbH
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